
50mm PLASTIC DUCT

PVC INSULATED EARTH CONDUCTOR IN

ACCORDANCE WITH BS 7671

CONNECTED TO THE MAIN EARTH

TERMINAL IN THE PILLAR OR COLUMN

FLUSH VERSION FOR FINISHED

SURFACES.

SURFACE MOUNTED FOR

VERGES ETC.

CONNECTION SHALL BE WRAPPED IN DENSO TAPE.

CLAMP SHALL BE MADE OF COPPER ALLOY

ROD TO CABLE LUG CLAMP
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. THE EARTH RODS AND CABLING

ARRANGEMENTS SHALL CONFORM TO

BS7671 AND BS7430.

3. THE WARNING LABEL SHALL COMPLY

BS7671; REGULATION 514.13. LABEL TO

BE FITTED CONNECTION ON EARTH

CONNECTION IN PILLAR/COLUMN.

4. THE LENGTH AND NUMBER OF EARTH

ROADS REQUIRED SHALL BE VERIFIED

BY TESTING IN ACCORDANCE WITH

BS7671.
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STANDARD DETAILS

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.
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