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WIRING SHALL BE KEPT IN A NEAT AND TIDY MANNER s J DIAGRAM SHOWING REQUIRED CETO03
BY MEANS OF CABLE TIES OR SIMILAR . '!.3_'._‘5!;:;.!‘!,-':‘ ARRANGEMENT
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THREE WAY SECONDARY ISOLATION SHALL BE
COMPLETE WITH 32A DOUBLE POLE ISOLATOR
AND BS88 FUSE CARRIER(S) (IF REQUIRED 4
WAY CAN BE UTILISED)
N e
100mm DRIP LOOP IN CABLE WITH CABLE TIE FUSE RATINGS:
TO PROVIDE DISCRIMINATION WITH
DNO/IDNO CUT-OUT FUSE AS PER
| SPECIFICATION
4mm? SINGLE CORE PVC INSULATED AND SHEATHED
P g CABLE OF 300/500V GRADE (BS6004)
WIRING SHALL BE KEPT IN A NEAT AND TIDY MANNER
BY MEANS OF CABLE TIES OR SIMILAR
7 EARTH BLOCK
CENTRAL EARTH TERMINAL - CET003 BENT
BACK (WHICH IS THE FOLD BACK TYPE AND
SCREWED TO BACKBOARD) FOR INCOMING
AND OUTGOING PRIVATE XPLE/SWA CABLE. /J
o o DNO or IDNO O O
0o 10mm?2 EARTH BOND TO COLUMN DOOR -
DNO OR IDNO SERVICE TERMINATION. UP-RATE oo SINGLE CORE PVC INSULATED CABLE OF
FUSE IN CUT-OUT FOR DISCRIMINATION. ©o 300/500V GRADE (BS 6004)
o
\ 10mm?2 MAIN EARTH BOND FROM CUTOUT TO EARTH N
BLOCK - SINGLE CORE PVC INSULATED CABLE OF
300/500V GRADE (BS 6004) [ Bond to column
APPROVED
10mm?2 EARTH BOND TO COLUMN EARTH STUD -
—— — SINGLE CORE PVC INSULATED CABLE OF 300/500V Es_ssex
RE ‘ GRADE (BS 6004) H |ghwz@
Essex Highways, Seax House, Victoria Road South,
Chelmsford, CM1 1QH.
0 : XLPE/PVC/SWA/ PVC CABLE CENTRAL EARTH TERMINAL (CET) FOR [ 7o 2 S oy o)
NG or IDNO v cabl INCOMING AND OUTGOING PRIVATE
or supply cable XPLA/SWA CABLES SHALL BE OF THE STANDARD DETAILS
FOLDED BACK TYPE AND SCREWED TO
THE BACKBOARD AS SHOWN AND NOT ~ |___
THE FLOATING TYPE.
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