
PRECAST CONCRETE KERB TYPE BN. 0-6mm UPSTAND

80mm PAVING BLOCKS TO S.H.W CLAUSE 107, LAID ON

50mm SAND/CEMENT,

OTHER MATERIALS (E.G GRANITE SETTS, 100mm

SURFACE/BINDER COURSE ETC) CAN ALSO BE USED,

EXCAVATION DEPTHS SHOULD BE ADJUSTED ACCORDINGLY

250mm WIDE STRIP ALONG EDGE OF KERB

40mm 0/14 AC SURFACE COURSE TO CLAUSE 912

VARIABLE WIDTH TRAVERSABLE

200mm CBGM-C ROAD BASE TO CLAUSE 823

ST2 CONCRETE BASE AND HAUNCHING

HOT ROLLED ASPHALT BASE REGULATING TO

CLAUSE 904 200mm THICK

H2B KERB AS PER

DRG ECC-SD-1100-001
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. THIS DRAWING IS TO BE READ IN

CONJUNCTION WITH ALL OTHER

CONTRACT DOCUMENTS AND

DRAWINGS.

3. ALL ST CONCRETE SHALL BE TO MCHW

CLAUSE 2606

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.
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