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SECTION A-A

FILTER DRAIN

(IF REQUIRED)

OVERRUN CONSTRUCTION AS

PER DRG ECC-SD-0700-009

2000

BLOCK PAVING CONSTRUCTION

AS PER DRG ECC-SD-0700-002

ROUNDABOUT GROUND

SURFACE AS PER DESIGN

EF250 EDGING AS PER

DRG ECC-SD-1100-001

CHEVRON PAVING

HB2 KERB
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BN KERB
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PART PLAN

HB2 KERB

BN KERB WITH

25 UPSTAND

BLOCK PAVING CONSTRUCTION

AS PER ECC-SD-0700-02
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SECTION C-C

100 x 100 GRANITE SETTS OR BN

KERB ON 250 x 150 STI CONCRETE

BED TO SHW CLAUSES 1101 & 2602

EF250 EDGING AS PER

DRG ECC-SD-1100-001

PAVED AREA TYPE F AS

PER DRG ECC-SD-0700-011

PAVED AREA TYPE F AS

PER DRG ECC-SD-0700-011

ECC-SD-0700-010

PAVED CHEVRONS TO

ROUNDABOUTS

(2m WIDE TRAVERSABLE STRIP)
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. WHITE PAVING BLOCKS SHALL BE 200 X

100 X 80 PLAIN CONCRETE  WITH WHITE

RESIN BONDED "ARCLYT" AGGREGATE

FINISH WITH MINIMUM 20% BALLOTINI

CONTENT SURFACE AS SUPPLIED BY

MARSHALLS OF HALIFAX OR

EQUIVALENT.THEY SHALL BE CUT AS

NECESSARY TO FIT CHEVRON SPACING.

3. BLACK PAVING BLOCKS SHALL BE 200 X

100 X 80 PLAIN CONCRETE WITH BLACK

RESIN BONDED SURFACE FINISH AS

SUPPLIED BY MARSHALLS OF HALIFAX OR

EQUIVALENT.

4. WHERE PAVING BLOCKS BUTT TO THE

BACK OF KERBS AND SETTS THE

CONCRETE BACKING SHALL BE KEPT 90

BELOW TOP OF KERBS  AND SETTS.

5. CHEVRON PAVING TO BE DROPPED

LOCALLY AND CONTINUED ACROSS THE

ACCESS RAMP. WIDTH TO SUIT

REQUIREMENT OF SITE.

6. ALL ST CONCRETE SHALL BE TO CLAUSE

2602 MCHW


