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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Lighting column heights have been

lowered to accommodate for the bats.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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Key

New 10m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 2 BGP625 DX10 (RAL

9005) with 0 degree tilt, 28k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

New 6m galvanised Steel lighting column complete with

1m bracket and a Philips Luma 1 BGP623 DX10 (RAL

9005) with 0 degree tilt, 16k Lumens. LED's to have a

colour temperature of 4000k (neutral white).

Replace existing luminaire on existing 6m Raise and

Lower  column with a post top bracket and a Philips

Luma Micro BGP615 DX70 (RAL 9005) with 0 degree

tilt, 2.6k Lumens. LED's to have a colour temperature of

4000k (neutral white).

Existing column to remain.

Existing column to be removed to tip.

Indicative Feeder pillar Location.

2 x 100mm diameter orange UPVC duct for lighting

Highways England cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for Highways England cable.

2 x 100mm diameter orange UPVC duct for lighting ECC

cable.

Indicative Duct access chamber for road crossing or at

feeder pillar for ECC cable.

Notes

1. Drawings to be printed in colour to enable correct viewing of

symbols.

2. All dimension in metres unless otherwise stated.

3. All columns shall be sited at the rear of the verge or footway or in

the position as shown on the drawing plans.

4. All electrical works shall comply with IET Wiring Regulations,

17th Edition BS7671:2008 (Inc Amendment No.3:2015)

5. A 5 pin Telensa Dimming Telecell, Dali and GPS compatible,

shall be fitted in a 7 pin Nema socket within each lantern.

6. Column numbering shall be in accordance with clause 3.3 of

Essex County Council Street Lighting Operational Plan.

7. All works to be in accordance with the Department of Transports

Specification for Highway Works and Essex County Council

Specifications and Standard Construction Drawings.

8. Equipment, positioning and installation methods all to be

compliant with Essex County Council standard specification /

street lighting operational plan (August 2015 edition).

9. Works in the vicinity of underground and over-ground utilities

must be in accordance with HSE guidance notes HSG47, GS6

and NJUG guidelines.

10. CMS base station's location is to be determined.

11. Bat mitigation has been considered and implemented on

columns NC89 - NC93 and NC115 - NC119 to allow a flight path.
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