FOR BANDING WIDTHS
SEE NOTE 3

3800mm TO 5000mm

NOTES

1. DO NOT SCALE FROM DRAWING.

2. THE GLOBE SHALL BE WHITE.

3. THE GLOBE SHALL HAVE A DIAMETER
NOT LESS THAN 290MM OR MORE THAN
310MM.

4. THE BEACON POST SHALL BE COLOURED
GREY (GREY CAN BE COLUMN MATERIAL
IF GALVANISED ONLY) WITH TWO WHITE
BANDS STARTING AT 300MM BELOW THE
GLOBE, EACH BAND BEING 300MM IN
DEPTH SEPARATED BY A 300MM GAP

5. THE WHITE BAND SHALL BE R3B
REFLECTIVE MATERIAL.

6. THE GLOBE SHALL BE INTERNALLY
ILLUMINATED WITH A LOW WATTAGE LED
TRAFFIC SIGNAL LAMP AND ELECTRONIC
CONVERSION UNIT, COMPLIANT WITH BS
8442. THE LAMP AND CONVERSION UNIT
SHALL BE INSTALLED AS DETAILED IN
THE MANUFACTURER'S INSTRUCTIONS.

7. THE COLUMN SHALL COMPLY WITH
APPENDIX 13.

Rev.| Date Description of revision Drawn_|Checked pp!

DRAWING STATUS

APPROVED

Essex

Hignways 2

Essex Highways, Seax House, Victoria Road South,
Chelmsford, CM1 1QH.
Tel: 0345 6037631 © Essex County Council

SCHEME TITLE

STANDARD DETAILS

DRAWING TITLE

REFUGE COLUMN
AND BEACON

DESIGNED DRAWN CHECKED REVIEWED APPROVED

DATE DATE DATE DATE DATE

DRAWING UNITS U.N.O. SCALE AT A3 (420x297mm)

DIMENSIONS IN MILLIMETRES
LEVELS IN METRES N T S

DRAWING No. REV.

ECC-SD-1300-011 -

§ Essex County Council




