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450

150 min 150 min

IN-SITU CONCRETE TO BE ST4

(DESIGNED TO BRE SPECIAL DIGEST 1

CONCRETE IN AGGRESSIVE GROUND).

DN

STRENGTH CLASS C 32/40

IN SITU CONCRETE COVER SLAB.

BRICK ARCH FOR PIPES OF

DIAMETER GREATER THAN

225mmØ.

BRICKWORK TO MCHW

SERIES 2400.

CHAMBER SUB-TYPE

SUB-TYPE

No: OF

BRANCHES

LENGTH L WIDTH W MAX. PIPE DN REINFORCEMENT T20 BARS AT C/C

9A 0 450 450 150 NIL

9B 0 450 600 300 4 No. 800 LONG

9C 1 1000 600 150

10 No. 950 LONG

4. No. 1350 LONG

9C 2 1001 601 151

10 No. 1100 LONG

6 No. 1350 LONG

9C 3 1002 602 152

BRICKSWORK TO MCHW

SERIES 2400

ROCKER PIPE.

COVER AND FRAME

(SEE NOTE 3)
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NOTES

1. DO NOT SCALE FROM DRAWING.

2. THIS DRAWING IS TO BE READ IN

CONJUNCTION WITH ALL OTHER

CONTRACT DOCUMENTS AND DRAWINGS.

3. COVER AND FRAMES TO BE D400 (DMRB

HA 104/09) 150mm MIN HEAVY DUTY AND

COMPLY WITH DESIGNERS INFORMATION

FOR HYDRAULIC DESIGN.

COVER TO BE PEDESTRIAN FRIENDLY IN

SHARED AREAS.

4. CHAMBER WALLS 225mm THICK TO BE

CONSTRUCTED IN CLASS B CLAY

ENGINEERING BRICKS TO SHW SERIES

2400 IN DESIGNATION (i) MORTAR OR

IN-SITU ST4 CONCRETE TO MCHW,

CLAUSE 2602.

5. BRICKWORK TO BE CONSTRUCTED IN

ENGLISH BOND.

6. SEE MCHW, SUB-CLAUSE 507,7 FOR

BACKFILLING/SURROUND TO CHAMBER.

N.T.S
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