
DNO/IDNO

SERVICE

CUTOUT

(25A)

IP66 ENCLOSURE

13A SOCKET OUTLET

CABLE COMPRESSION CLAMPS

BRASS EARTH BLOCK

MODULAR COMPONENTS

ON DIN RAIL

TERMINALS ON DIN

RAIL SCAME REF

654.0750 (SEE NOTE 8)

PANEL MOUNTED DOUBLE POLE

SWITCH DISCONNECTOR (ISOLATOR)

CENTRAL EARTH TERMINAL -

CET003 BENT BACK (WHICH IS

THE FOLD BACK TYPE AND

SCREWED TO BACKBOARD) FOR

INCOMING AND OUTGOING

PRIVATE XPLE/SWA CABLE.

EARTH BONDING TO PILLAR

16mm EARTH BONDING TO EARTH ROD

BACKBOARD

1
 
 
0

 
 
m

 
 
m

 
 
 
 
 
 
L

 
 
 
0

 
 
1

 
 
 
 
 
 
C

 
 
 
0

 
 
1

1
 
 
0

 
 
m

 
 
m

 
 
 
 
 
 
L

 
 
 
0

 
 
1

 
 
 
 
 
 
C

 
 
 
0

 
 
1

1
 
 
0

 
 
m

 
 
m

 
 
 
 
 
 
L

 
 
 
0

 
 
1

 
 
 
 
 
 
C

 
 
 
0

 
 
1

1
 
 
0

 
 
m

 
 
m

 
 
 
 
 
 
L

 
 
 
0

 
 
1

 
 
 
 
 
 
C

 
 
 
0

 
 
1

-

DESIGNED DRAWN CHECKED APPROVED

DRAWING No. REV.

DRAWING UNITS U.N.O. SCALE AT A3 (420x297mm)

DIMENSIONS IN MILLIMETRES

LEVELS IN METRES

DRAWING STATUS

FEEDER PILLAR

SWITCH GEAR DETAILS

DRAWING TITLE

SCHEME TITLE

© Essex County Council

REVIEWED

Rev. Date Description of revision Drawn Checked Review'd Approv'd

NOTES

1. DO NOT SCALE FROM DRAWING.

N.T.S

ECC-SD-1400-009

STANDARD DETAILS

Essex Highways, Seax House, Victoria Road South,

Chelmsford, CM1 1QH.

Tel: 0345 6037631

DATE DATE DATE DATE

EH

AUG 18

EH/ECC

FEB 19 FEB 19

DATE

EH

FEB 19

ECCIS

AUG 18

APPROVED


