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Modifications to access geometry

due to lower speed limit.
National Highways already propose

Junction 22 Northern Roundabout, allowing

access on/off/over the new A12 alignment.

National Highways already

propose pedestrian/cycle crossing

facilities around the junction to

allow crossing of the existing A12.

National Highway are recommended

to widen any retained shared use

facilities to at least 3.0 meters.

National Highways already propose

pedestrian/cycle facilities adjacent

to the proposed roundabout which

will connect into ECC's proposals.

National Highways propose

removing Colemans Bridge and

installing a pedestrian/cycle

overbridge further south.

Access extended across active travel

corridor to meet retained eastbound

carriageway lane with tighter geometry

to suit lower speed limit.

Opportunity to connect onto

National Cycle Network Route 16

which runs north-south at the

western end of the proposals.
Removal and planting up of existing

lay-by as no longer required.

Active travel corridor given priority

across residential access.

Proposed A12 alignment.

Existing southern carriageway retained as

two lanes westbound to provide queuing

capacity approaching the proposed

Junction 22 Northern Roundabout.

A single wider traffic lane to be

retained eastbound as sufficient

to cater to predicted flows.

Existing shared use facility widened

over the existing carriageway to 3m.

Shallow planted bund created by

breaking up the redundant carriageway

and burying with imported soil.
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EXISTING A12

PROPOSED A12

OVERBRIDGE
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Retained Central Reserve

Approximately 4.0m

Retained Westbound Carriageway

Approximately 7.3m

Retained Verge

Variable Width

Eastbound Carriageway

Approximately 4m

Proposed Vegetated Separation Strip

Approximately 5.0m

Proposed Widened

Shared Use Facility

3.0m

Retained Verge

Variable Width

Existing verge

retained and rewilded.

Existing shared use facility

widened into existing verge strip.

Proposed edging.

Existing edging removed.

Areas of existing carriageway with no loading

to be broken up to allow drainage of imported

soil above and support planting. Materail to be

left in-situ to reduce carbon impact and cost.

Imported soil to build up

bund with shallow slopes.

Linear swale to collect surface run off

from shared use footway/cycleway

and allow it to soak into adjacent soil,

supporting resilience of plants.

Widened lane and hard-strip to allow

swept paths of larger vehicles and space

to pass a broken down vehicle.

Formed bund to be planted to provide visual and

noise screening. A hedge will further reinforce

separation between the shared use footway/cycleway

and the retained eastbound carriageway.

Proposed kerb.

Existing central reservation and

vehicle restraint system to remain.

Existing southern carriageway

retained as two westbound lanes.

Retained Central Reserve

Approximately 4.0m

Retained Westbound Carriageway

Approximately 7.3m

Retained Verge

Variable Width

Widened Eastbound Lane with Hard-Strip

4.0m Lane and 1.0m Hard-Strip

Proposed Vegetated Separation Strip

Approximately 3.7m

Proposed Widened

Shared Use Facility

3.0m

Retained Verge

Variable Width

Existing verge retained

and rewilded.

Existing shared use facility

widened into and over existing

carriageway construction

Areas of existing carriageway with no loading

to be broken up to allow drainage of imported

soil above and support planting. Material to be

left in-situ to reduce carbon impact and cost.

Bolt-down kerb to form edge of

widened shared use footway/cycleway

and reduce excavation into existing

carriageway surface.

Imported soil to build up

bund with shallow slopes.

Existing kerb removed.

Widened lane and hard-strip to allow

swept paths of larger vehicles and space

to pass a broken down vehicle.

Linear swale to collect surface run off

from shared use footway/cycleway

and allow it to soak into adjacent soil,

supporting resilience of plants.

Existing central reserve and

vehicle restraint system to remain.

Formed bund to be planted to provide visual and

noise screening. A hedge will further reinforce

separation between the shared use footway/cycleway

and the retained eastbound carriageway.

Proposed kerb.

Existing southern carriageway

retained as two westbound lanes.

Section A-A

(Proposed 40mph)

Scale 1:50

This map is reproduced from Ordnance Survey material with the

permission of Ordnance Survey on behalf of the Controller of His

Majesty’s Stationery Office © Crown Copyright.  Unauthorised

reproduction infringes Crown Copyright and may lead to prosecution

or civil proceedings. Essex County Council, 100019602, 2023
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Notes

1. Do not scale.

2. For retained elements of the National Highways proposals, the

alignment has been sourced and displayed for illustrative

purposes only. For further details please see official National

Highways authored documentation.

Key

Existing/proposed kerb

Existing/proposed carriageway

Proposed carriageway with red pigment

Proposed road marking

Existing/proposed paved traffic island

Proposed active travel corridor

Proposed unbound granular bridleway

Existing/proposed shared use footway/cycleway

Existing/proposed footway

Existing/proposed controlled crossing

Existing/proposed uncontrolled crossing

Existing Public Right of Way

Existing/proposed verge or planting


	Sheets and Views
	002




