
150mm of type 1 granular material to
comply with Cls 803 of the MCHW

HB2 kerbs with 125mm upstand
generally and 25mm at driveways

1.0m

25mm of AC 6 dense surf 100 / 150 rec,
to comply with BS EN 13108-1 Asphalt concrete

100mm of AC 20 dense bin100 / 150 rec,
to comply with BS EN 13108-1Asphalt concrete

Likely extent of accommodation
 works approx 2.m

Existing Carriageway
(to remain as is)

This map is reproduced from Ordnance Survey material with the
permission of Ordnance Survey on behalf of the Controller of Her
Majesty’s Stationery Office © Crown Copyright.  Unauthorised
reproduction infringes Crown Copyright and may lead to prosecution
or civil proceedings. Essex County Council, 100019602, 2014
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Footway surface level to slope
up to height of access to 129

Access chamber to be provided at the low side of
each driveway to facilitate the connection of the slot drain

to the 225mm carrier system main line

Existing gully to be retained

Fencing panels to be removed and returned
to property owners or removed to tip.

Existing paving to be removed
and replaced with black top.

Existing wall to be retained and verge
made good following completion of works

Typical Cross Section

Bus stop flag and existing
hard standing (1.5m wide)
to be retained

Existing gully to be retained

Existing BT pole to be
relocated to the rear

of the footway
Existing vegetation to be removed

Existing street light to be retained

Existing vegetation to be retained

New back of footway
edging (PCC E150)

Existing gully to be retained

Existing gully to be retained

Existing wall to be retained and verge
made good following completion of works

Existing wall to be retained and verge
made good post works

Existing BT pole to be
relocated to the rear

of the footway

Notes

1. Please note this design has been prepared for discussion
purposes only - NOT FOR CONSTRUCTION

2. Do not scale from this drawing - all dimensions to be agreed with
the design team before construction

3. All mapping is based on OS mapping data, and therefore a full
topographical survey is recommended prior to the detailed
design stage.

4. All drainage design has been based on assumed flows and a
fully operational existing system - this will also need to be
confirmed prior to construction.

Existing wall to be removed to tip and new wall
provided behind the footway, as agreed with resident

Existing access chamber to be retained


